
30

ACS BITUCEL 465® Rubber Modified Bitumen Emulsion Based, 
One Component, Full Flexible Waterproofing Material

®

www.acsaplus.com

■■ Description
ACS BITUCEL 465® is a rubber modified bitumen emulsion 
based one-component pasty consistency, high durability ready 
to use thick waterproofing coating. (Complies with DIN 18195 
and TSE EN15814.)

■■ Place of usage
•• Insulation of concrete surfaces which is constantly in contact 
with water and soil beneath.

•• Indoor and outdoor, horizontal and vertical applications 
where the water comes.

•• Foundations, underground parking structures.
•• Flowerpot.
•• For bonding of insulation boards.

■■ Consumption
Consumption is 3 kg/m² in 2-3 layer. During the application, 
consumption may increase according to surface roughness.

■■ Advantages
•• Easy to prepare and use.
•• Applied with brush-trowel or spraying machine.
•• Can be applied to fresh concrete and moist surfaces.
•• Bridges shrinkage cracks with its elastic structure.
•• It forms jointless, permanent waterproofing coating.
•• In capillary cracks, crack bridges.
•• It is not affected by weather conditions with fast curing, it is 
long life.

•• Resistant to bacterial attacks, salts and acids in the soil.
•• Resistant to freeze thaw cycle.
•• Solvent free, Eco-friendly.

TECHNICAL CHARACTERISTICS
ACS BITUCEL 465® Rubber and polymer modified bitumen emulsion
Color Brown / Black
Consistency Trowel consistency
Density 1.05 kg/lt.
Solids % 61
The Temperature of The Ground + 5 °C  + 35 °C
Application Temperature -20 °C  +80 °C
Use Time 2 Hours
Curing Time 20 - 24 Hours
The Contact Time With Water 48 Hours
Elongation at Break %100 

APPLICATION PROCEDURE/ SURFACE 
PREPARATION
Application substrate must be dry, sound, mainly smooth, 
clean and fine pored, free from honey combs, voids, cracks, 
ridges, dust, tar, pitch forming oil, old paint and other bond 

breaking residues. Wooden or iron wedges must be removed 
from the surface and active water leakages must be prevent-
ed with ACS MORTAR® group. Corners and edges should be 
chamfered at least 4 cm radius. ACS BITUCEL 465® should be 
primed on dry concrete.
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The technical information given in this publication is based on the present state of our best scientific and practical knowledge. ACS A PLUS CONSTRUCTION SOLUTION YAPI 
ANONİM ŞİRKETİ is only responsible for the quality of the product. ACS A PLUS CONSTRUCTION SOLUTION YAPI ANONİM ŞİRKETİ is not responsible for results that may 
occur because the product is used other than advised and/or out of instructions regarding the place and the method of use. This technical form is valid only till a new version is 
implemented and nullifies the old ones (06/2019)

Responsibility

MIXING
As ACS BITUCEL 465® is a ready to use product, it must be 
slightly mixed before use at 400-600 rpm with an electric 
mixer. Mixing before use is recommended to get homogenous 
consistency.

APPLICATION METHOD
ACS BITUCEL 465® is ready for use and can be applied with a 
trowel or spray gun. ACS BITUCEL 465® is applied in two layers 
with a consumption of 1,50 kg/m2. If the application is made 
with a triangular toothed marley trowel, the first layer should 
be applied with the threaded portion and the second layer 
should be applied parallel to the first application with the flat 
side of the malleable. Cold joints, corners and edges should be 
strengthened with mesh when the first coat is fresh. The sec-
ond floor in the sloping areas should be applied after the first 
floor has been completely covered and has become walkable. 
ACS BITUCEL 465® provides economy in use with a spraying 
machine (1.50 kg / m2 each floor, double coat application) if 
application is carried out on projects over 200 m2. In order to 
achieve a uniform thickness, it should always be applied twice. 
Heat insulation plates can be bonded ACS BITUCEL 465®, after 
24 hours on uncured material, using point bonding technique. 
In case of application in sloping areas, after approximately 5 
days, the geotextile can be protected by felt and screed on. 
(Floating screed).

PROTECTION OF THE COATING
Wait until the waterproofing coating sufficiently cured before 
backfilling the excavation. ACS BITUCEL 465®, must be protect-
ed from damages during the backfilling with a suitable drain-
age or heat insulation boards. Sharp stones, rubbles and etc. 
Are not suitable for excavation backfilling.

TIPS TO NOTICE
•• Wait for the appropriate ambient and substrate temperature 
if it is less then 8°C or more than 35°C. Do not apply ACS 
BITUCEL 465® under the rain or in extremely hot or windy 
weather.

•• Application must be protected from direct sun-light, wind, 
frost or rain in 24 hours.

•• Working times of cement and bitumen emulsion based sys-
tems are affected from environmental and surface temper-
atures, and relative humidity in the air. In low temperatures 
the reaction slows down, and this increases working period 
and working time. High temperatures accelerate the reaction 

and the periods stated above decrease depending on this. In 
order to complete the curing of material, environmental and 
surface temperatures must not decrease below the minimum 
allowed temperature.

•• ACS BITUCEL 465®, must be used witnin 1 hour after mixing.
•• Areas that are not fully cured must not be exposed to water.
•• Application should be done at least 2-3 times.
•• Especially in hot weather applications, the reason for rapid 
loss of water may occur in the period of use consistency in-
crease will not exceed 3% of the amount of material can be 
removed by adding water. The water added material should 
be used after homogeneous mixing.

•• Do not use ACS BITUCEL 465® inside the potable water tanks 
and swimming pools. Used to seal outer surfaces	

CLEANING OF TOOLS
Clean the tools and equipments with warm soapy water after 
the application. Once ACS BITUCEL 465® is cured, it can only 
be mechanically removed from the surface by using a suitable 
solven.

PACKAGING 
Component 30 kg plastic bucket.

STORAGE
Store in cool and dry conditions protected from freezing. In 
short-term storage, maximum 2 palettes can be stored on top 
of each other and delivery must be according to first in first out 
system. In long-term storage, do not store palettes on top of 
each other.

SHELF LIFE
The shelf life is 12 months from the date of production under 
suitable storage conditions. ACS BITUCEL 465® may freeze un-
der 0 °C. Tightly seal the cover of the opened pails and do not 
store more than one week.

SAFETY
During the application, work clothes, protective gloves, goggles 
and masks should be used in accordance with the Occupational 
Health and Safety Rules. Due to the irritating effects of uncured 
materials, the components should not be allowed to come into 
contact with the skin and the eye. In case of contact, immedi-
ately wash with plenty of water and soap. If swallowed, seek 
medical advice immediately. Food and beverages should not 
be left at the application areas. Keep out of reach of children.


